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PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
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A. USE EXISTING CABINET - < ——— S [ | TAN DE- e i e i s i
B. USE EXISTING CONDUIT. | \ o v L =="RPPROXIMATE FI GHT OF WAY W D s et aae
C. USE EXISTING HANDHOLE. | \ T. INSTALL MODIFIED CONCRETE FOUNDATION WITH 10 FT. STEEL PEDESTAL

D. INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - TRENCH D.
. REMOVE THE EXISTING PEDESTAL POLE. PEDESTRIAN SIGNAL HEAD
FOUNDATION 12 INCH BELOW GRADE "AND BACKFILL. .

PUSHBUTTON. SIGN AND

POLE WITH BREAKAWAY COUPLINGS WITH COUNTDOWN. PEDESTRIAN SIGNAL

HEAD SECTIONS, R10-3(1) SIGN (TO READ “PUSH BUTTON TO CROSS HEWITT”), TO_WASHINGTION D.C.
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. REMOVE EXISTING PEDESTRIAN SIGNAL HEAD.
INSTALL HANDHOLE.
'REMOVE EXISTING PAVEMENT MARKINGS.

AL m

STATION WITH INTERNATIONAL TYPE I1 BRAILLE ON FACE PLATE.
STA. 379+23, 74’ RT.
UNDERCROUND UTILITIES. SEE SPECIAL NOTE.
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(NOTE: ONE—-3 INCH PVC SCHEDULE 80,

INSTALL 12 INCH WHITE PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARKING FOR CROSSWALK.

INSTALL MODIFIED CONCRETE FOUNDATION WITH 10 FT. STEEL PEDESTAL POLE WITH BREAKAWAYCOUPLINGS WITH COUNTDOWN PEDESTRIAN
SIGNAL HEAD SECTIONS, R10-3(1) SIGN (TO READ “PUSH BUTTON TO CROSS GEORGIA”), AND AUDIBLE TACTILE PEDESTRIAN PUSH BUTTON

(NOTE: ONE-3 INCH PVC SCHEDULE 80,

THE CONTRACTOR SHALL HAND DIG TO INSTALL THE CONCRETE FOUNDATION DUE TO THE PRESENCE OF

INSTALL CONCRETE FOUNDATICON WITH 10 FT. STEEL PEDESTAL POLE WITH BREAKAWAY BASE WITH

COUNTDOWN PEDESTRIAN SIGNAL HEAD SECTIONS, R10-3(1) SIGN (TO READ “PUSH BUTTON TO CROSS HEWITT”),
AND_AUDIBLE TACTILE PEDESTRIAN PUSH BUTTON STATION WITH INTERNATIONAL TYPE II BRAILLE ON FACE PLATE.
' 90-DEGREE CONDUIT BEND). |
M. REMOVE ABANDONED SIGNAL POLE AND FOUNDATION 12 INCHES BELOW GRADE. PRIOR TO REMOVAL OF THE POLE.,

AND AUDIBLE TACTILE PEDESTRIAN PUSH BUTTON STATION WITH INTERNATIONAL
TYPE II BRAILLE ON FACE PLATE. (NOTE: ONE~3 INCH PVC SCHEDULE 80,
90-DEGREE CONDUIT BEND). STA. 379+13, 81’ RT. THE CONTRACTOR SHALL
HAND DIG TO INSTALL THE CONCRETE FOUNDATION. DUE TO PRESENCE OF
UNDERGROUND UTILITIES.
TO INSTALL THE NEW POLE WITHOUT REMOVING THE EXISTING
POLE. IF SO A MAXIMUM OF 24-HOUR OUTAGE WILL BE ALLOWED MD 97 (GEORGIA AVENUE)
BEFORE THE NEW POLE IS MADE OPERATIONAL. AND HEWITT AVENUE
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PEDESTRIAN POLE “K” SPECIAL NOTE:

DUE TO THE PROXIMITY OF THE PROPOSED PEDESTAL POLE
AND THE EXISTING PEDESTAL POLE, IT MAY NOT BE POSSIBLE

90-DEGREE CONDUIT BEND).

STA. 378453, 86’ RT.
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